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Specify cable jacket color by substituting
 CC in P/N for the following

P/N Example: C6-118BU-3FB - 
Category 6 Unscreened Patch Cord with 

Snag-Proof Boots, Blue, 3 ft
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ORDERING INFORMATION

DESCRIPTION LENGTHPART NO.

C6-118CC-6INB 6 inCategory 6 Unscreened Patch Cord with Snag-Proof Boots

C6-118CC-1FB 1 ftCategory 6 Unscreened Patch Cord with Snag-Proof Boots

C6-118CC-20FB 20 ftCategory 6 Unscreened Patch Cord with Snag-Proof Boots

C6-118CC-25FB 25 ftCategory 6 Unscreened Patch Cord with Snag-Proof Boots

C6-118CC-50FB 50 ftCategory 6 Unscreened Patch Cord with Snag-Proof Boots

C6-118CC-3FB 3 ftCategory 6 Unscreened Patch Cord with Snag-Proof Boots

C6-118CC-2FB 2 ftCategory 6 Unscreened Patch Cord with Snag-Proof Boots

C6-118CC-5FB 5 ftCategory 6 Unscreened Patch Cord with Snag-Proof Boots

C6-118CC-7FB 7 ftCategory 6 Unscreened Patch Cord with Snag-Proof Boots

C6-118CC-10FB 10 ftCategory 6 Unscreened Patch Cord with Snag-Proof Boots

C6-118CC-14FB 14 ftCategory 6 Unscreened Patch Cord with Snag-Proof Boots

KEY FEATURES
Supports ANSI/TIA-568-C.2 transmission performance specifications

100% factory transmission tested per ANSI/TIA-568-C.2 to ensure category 
6 component level performance

ETL verified unscreened 24 AWG stranded cable

Rated for 750 plug insertions for high level system reliability

Enhanced plug-to-jack connection integrity

Eleven standard lengths & nine jacket colors

Slim-profile & snag-free boot designed for the highest density applications

50 micron gold plating on contacts 

The Signamax Category 6 Unscreened Patch Cords have been designed 
to meet the need for today’s high-bandwidth applications. These patch 
cords incorporate a slim profile snag-free boot design which protect the 
plug latch and o�ers greater flexibility. The cords are 100% transmission 
tested and support category 6 component level performance.

Manufactured using ETL verified 24-AWG stranded cable design to 
support a greater service life. Assembled in a controlled environment to 
ensure consistent quality, these patch cords provide reliable performance 
when mated with any category 6 connecting hardware and deliver 
supreme performance for network cabling systems.

NEW: Cat6 Patch Cords Slim Boot
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