Slide-Out Optical Fiber Enclosures

KEY FEATURES

- Retractable stage allows effortless access
- Provides shallow depth for flexible mounting
- Lightweight aluminum alloy construction
- Interchangeable modular adapter plates accommodating LC, SC, ST, and keystone footprints.
- Cable/fiber management and splice tray mounting options

ORDERING INFORMATION

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>OFRE-01.2</td>
<td>12 to 48 Fiber Slide-Out Optical Fiber Enclosure, 1 RMU</td>
</tr>
<tr>
<td>ACCESSORIES</td>
<td></td>
</tr>
<tr>
<td>FST-12F</td>
<td>12-Fiber Plastic Splice Tray, Stores up to 12 Fusion Splices</td>
</tr>
<tr>
<td>FST-24F</td>
<td>24-Fiber Plastic Splice Tray, Stores up to 24 Fusion Splices</td>
</tr>
</tbody>
</table>

Adapter plates and splice trays are sold separately.

SPECIFICATIONS

CONSTRUCTION
Aluminum alloy, black epoxy powder coating

MOUNTING DIMENSIONS
Depth: 10.7" (271.8 mm)
Width: 19" (482.6 mm)
Height: 1.75" (44.5 mm)

CAPACITY
OFRE-01.2: two LGX adapter plates, two splice trays

ENVIRONMENTAL CONDITIONS
- Operating Temperature: 14 to 140°F (-10 to 60°C)
- Storage Temperature: -40 to 158°F (-40 to 70°C)
- Operating RH: 93% (non-condensing)

WARRANTY
5 - Year Limited Component