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SIZE    CAGE CODE              DWG. NO.

PROCESS INITIALS NAME DATE

UNLESS OTHERWISE SPECIFIED

MM                        IN               ANGULAR

.X ± .016

TITLE

48U HDMMP 1R (48 PORT HIGH DENSITY UNLOADED MULTIMEDIA PANEL)

REV

A

16295 NW 13th Ave, Ste A, Miami, FL 33169, PH: (305) 944 7710, FX: (305) 949 4483, www.signamax.com

.XX ± .008
.XXX ± .004

X ± 1°

.X ± .5°
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APPROVED

PROJECT ID  SPCS  PD

REVISIONS

ZONE REV DESCRIPTION DATE APPROVED

A

DIMENSIONS ARE IN MILLIMETERS (INCHES)

TOLERANCES:

.X ± .2

.XX ± .1

SEPT ’08
FILE

SEPT ’12A A SEP 12  48U HDMMP 1R
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NOTES:

MECHANICAL:

 1. Panel housing: SAE 1010 1.6 mm (0.063 in), black paint coating
  2. Storage temperature: 40 °C to +70 °C ( 40 °F to +158 °F)
  3. Operation temperature: 10 °C to +60 °C (+14 °F to +140 °F)
  4. Operation humidity: 93 % max. non condensing

MATERIAL: AS NOTES

MECHANICAL: AS NOTES

ELECTRICAL: AS NOTES


