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Industrial-Grade Surface-Mount Boxes

KEY FEATURES

Product

e Compatible with all Signamax Industriial Grade Jacks

e Designed to mount on any surface

e IP66/IP67-rated when used with Signamax Industrial Grade

Jacks

e 1-,2-,3- and 4-port versions

Supplied with cable entry compression fittings

ORDERING INFORMATION

INDUSTRIAL SURFACE-MOUNT BOXES

pecifications

www.signamax.com

SMKIG-1
SMKIG-2
SMKIG-3
SMKIG-4

1-Port Industrial Grade Surface Mount Box
2-Port Industrial Grade Surface Mount Box
3-Port Industrial Grade Surface Mount Box
4-Port Industrial Grade Surface Mount Box

m SPECIFICATIONS

CONSTRUCTION

Enclosure: Fire retardant thermoplastic -white finish

Cover: Stainless Steel
DIMENSIONS

5"(W) x 5”(H) x 2.5"(D) (12.7 x 12.7 x 6.4cm)

www.signhamax.com
999 N.W. 159th Drive
Miami, FL 33169
Tel: 800.446.2377

ENVIRONMENTAL CONDITIONS
Operating Temperature: -13 °F to 140 °F (-25°C to 70 °C)
Storage Temperature: -40 °F to 158 °F (-40 °C to 70 °C)
WARRANTY
5 - Year Limited Component
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